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	Title
	Determine quantities of materials required for floor and wall tiling

	Level
	3
	Credits
	6


	Purpose
	People credited with this unit standard are able to determine quantities of materials required for floor and wall tiling.


	Classification
	Construction Trades > Floor and Wall Tiling


	Available grade
	Achieved


Guidance Information
1
Definitions


Specifications refers to documented instructions (oral, written, graphic) and may include any of the following: manufacturer’s specifications, recommendations or technical data sheets; material specifications; specifications from a specialist source such as an architect, designer, engineer or a supervisor; site or work specific requirements.


Working drawings refers to the set of drawings associated with a construction project, and can include plans, elevations, sections, details or any other drawings that give information about the project.

Work site practice refers to the documented procedures specific to a work site which set out the standard and required practices of that work site.

2
For assessment against this unit standard, materials must include all materials required for a given floor and wall tiling job.  Examples include adhesives, grouts, primers, tiles, sealers, tile trim, and flexible sealants.

3
Credit for this unit standard indicates compliance with industry practice.  Industry practice refers to the ability to demonstrate knowledge and skills that reflect the productivity, uniformity, finish quality and material economies currently accepted within industry.

4
Legislation and publications relevant to this unit standard include:


Health and Safety in Employment Act 1992 and Health and Safety in Employment Regulations 1995;


Building Act 2004;


Resource Management Act 1991;


AS 3958.1:2007, Ceramic tiles - Guide to the installation of ceramic tiles; available from https://www.saiglobal.com/pdftemp/previews/osh/as/as3000/3900/3958.1-2007.pdf.

Outcomes and performance criteria
Outcome 1

Determine quantities of materials required for floor and wall tiling.

Performance criteria

1.1
Site is measured and confirmed as matching working drawings.

1.2
Quantities of tiles and materials required for the job are determined from working drawings or site measurements, taking into account individual specifications for materials.

Range
specifications taken into account – tile thickness, adhesive thickness, grout requirements, sealant requirements, flashing requirements, waterproofing requirements.

This unit standard is expiring.  Assessment against the standard must take place by the last date for assessment set out below.
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