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	Title
	Remedy defects in joinery items

	Level
	3
	Credits
	5


	Purpose
	People credited with this unit standard are able to:

· identify joinery defects and measure replacement materials;

· remedy defects in joinery items; and
· clean and store tools, plant, and equipment used to remedy joinery defects.


	Classification
	Joinery > Joinery Core Skills


	Available grade
	Achieved


Guidance Information
1
Legislation and guidelines relevant to this unit standard include:

· Health and Safety at Work Act 2015; available from www.legislation.govt.nz;
· Safe Use of Machinery: Best Practice Guidelines; available from www.worksafe.govt.nz, and any subsequent amendments and replacements.
2
Assessment

This standard recognises the ability to work to construction workplace standards under the supervision of a commercially competent practitioner whose role is to ensure the completed construction meets industry and regulatory requirements.  
Evidence for this unit standard must reflect commercial standards; the verbal and written information covering company policy, standard operating procedures and processes and job-specific instructions.  
This unit standard must be assessed under the supervision of a commercially competent practitioner in workplace conditions that reflect:
· commercial standards, current health, safety, industry, and workplace requirements; and

· industry requirements for commercially acceptable timeframes.

3
Definition
Workplace requirements refer to the documented procedures specific to a workplace which set out the standard and the required practices of that workplace. This may include job specifications, procedures, practices, manufacturer recommendations, technical data sheets and material safety data sheets.
4
Range


Evidence of two joinery items is required.
Outcomes and performance criteria
Outcome 1

Identify joinery defects and measure replacement materials.
Performance criteria 
1.1
Joinery items are inspected, and defective parts are identified and documented in accordance with workplace requirements.
1.2
Replacement materials are selected and measured in accordance with the job specifications.
Outcome 2

Remedy defects in joinery items.
Range
aesthetic, functional, structural, and water tightness.
Performance criteria 
2.1
Defects are cut away and new materials are machined to match the existing profiles.
2.2
The replacement components are fixed and matched to existing profiles.

2.3
Joinery items are trimmed and finished to meet the job specification.
Outcome 3

Clean and store tools, plant, and equipment used to remedy joinery defects.

Performance criteria

3.1
Tools, plant, and equipment used to remedy joinery defects are cleaned and stored in accordance with workplace requirements.

3.2
Work area is cleared and cleaned in accordance with workplace requirements.
	Replacement information
	This unit standard replaced unit standard 2540.


	Planned review date
	31 December 2027


Status information and last date for assessment for superseded versions

	Process
	Version
	Date
	Last Date for Assessment

	Registration
	1
	24 October 2014
	31 December 2025

	Review
	2
	30 March 2023
	N/A


	Consent and Moderation Requirements (CMR) reference
	0073


This CMR can be accessed at http://www.nzqa.govt.nz/framework/search/index.do.

Comments on this unit standard

Please contact Waihanga Ara Rau Construction and Infrastructure Workforce Development Council at qualifications@WaihangaAraRau.nz if you wish to suggest changes to the content of this unit standard.
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