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	Title
	Demonstrate knowledge of staining glass

	Level
	4
	Credits
	5


	Purpose
	This theory-based unit standard is for experienced people in the glass processing industry working with decorative glass.

People credited with this unit standard are able to demonstrate knowledge of: preparing to stain glass, and the process for staining glass.


	Classification
	Glass and Glazing > Flat Glass


	Available grade
	Achieved


Guidance Information
1
Definition

Worksite requirements – refer to instructions to staff on policy and procedures which are documented in memo or manual format and are available in the workplace.  These requirements include – company specifications and procedures, work instructions, manufacturer’s specifications, product quality specifications, legislative requirements.

2
Legislation relevant to this unit standard includes – Health and Safety in Employment Act 1992, Health and Safety in Employment Regulations 1995, Hazardous Substances and New Organisms Act 1996, Resource Management Act 1991.
Outcomes and performance criteria
Outcome 1

Demonstrate knowledge of preparing to stain glass.

Performance criteria

1.1
Type of job required is identified in terms of conservation, restoration or new work.

1.2
Glass suitable for the job being undertaken is identified in terms of the job specifications and worksite requirements.

1.3
Materials and tools required to complete the job are identified in terms of the job specifications and worksite requirements.

1.4
Any specific health and safety requirements relating to the materials being used are identified in terms of legislative and worksite requirements.

1.5
Process for preparing glass for staining is identified and explained in terms of worksite requirements.

Range
process includes – test firing.

Outcome 2

Demonstrate knowledge of the process for staining glass.

Performance criteria

2.1
The process for staining the front of the glass is identified and described in terms of the job specifications and worksite requirements.

Range
process includes – tracing the image, firing in kiln, painting on shading or matting, refiring.

2.2
The process for staining the back of the glass is identified and described in terms of the job specifications and worksite requirements.

Range
process includes – applying the stain, firing in kiln, washing to expose the staining and image.

This unit standard is expiring.  Assessment against the standard must take place by the last date for assessment set out below.
Status information and last date for assessment for superseded versions
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