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	Title
	Set up and operate a slitter creaser and a chop knife for fibreboard packaging

	Level
	3
	Credits
	10


	Purpose
	People credited with this unit standard are able to: check documentation and confirm that the components and equipment required for the job are available; set up and operate a slitter creaser and a chop knife; and undertake post production tasks.


	Classification
	Fibreboard Packaging > Fibreboard Packaging Production


	Available grade
	Achieved


	Prerequisites
	Unit 340, Demonstrate knowledge of safe working practices in the print industry, or demonstrate equivalent knowledge and skills.


Guidance Information
1
Candidates must follow any applicable and recognised codes of practice, and documented workplace health, safety, and environmental procedures for personal, product, workplace health, safety, and environmental matters, and the obligations required under current law including the Health and Safety in Employment Act 1992 and its subsequent amendments.

2
Assessment may be undertaken on a corrugator or laminator.

3
Definitions


Job documentation refers to the documentation that is used in the workplace that contains the instructions and requirements for a particular production job.  This may include but is not limited to workplace orders, production orders, workplace specifications, samples, lay cards.


Job requirements refer to specific requirements for the job at hand.  These requirements may or may not be covered in the job documentation and may include special instructions, quality requirements expected by the customer, and/or production standards as set down by the workplace.


Machine requirements refer to the specific requirements for the machine being operated as set out in the operating manual or in accordance with workplace practices.


Workplace practices refer to the documented procedures for the machine and/or workplace.

Outcomes and performance criteria
Outcome 1

Check documentation and confirm that the components and equipment required for the job are available.

Performance criteria

1.1
Job documentation is checked to ensure that all specifications for the process being undertaken are complete and any discrepancies are reported in accordance with workplace practices.

1.2
Spare creasers and slitter knife blades are confirmed as being available in the work area in accordance with workplace practices.

1.3
All spare blades are confirmed as being in good condition in accordance with workplace practices.

Outcome 2

Set up and operate a slitter creaser in accordance with workplace practices.

Performance criteria
2.1
Settings of the creasers and slitter knives on the first bar to be used are confirmed as being those specified in the job documentation.

2.2
Settings of slitter knives and creasers are changed for production run and knives and creasers are securely locked onto the bar to meet job requirements.

2.3
Slitter-creaser is operated to meet job requirements.

2.4
Lateral adjustments are made at the start of each new production run ensuring minimum waste is produced and trim waste is removed continuously from equipment.

Range
trim waste suction systems, diverting ramps.

2.5
At an order change, no turnover is made until confirmation is provided that the existing run is completed.

2.6
Equipment is cleaned, damaged and blunt slitter knife blades are replaced or maintained, and stocks of spare equipment are stored.

Outcome 3

Set up and operate chop knife in accordance with workplace practices.

Performance criteria

3.1
Equipment is switched on in the correct sequence and all checks are made. 

3.2
Chop lengths are set in accordance with the job requirements and confirmed against the job documentation.

3.3
Actions to be taken if the chop knife or any component fails to perform in accordance with machine requirements are explained.

3.4
Chop lengths outside specified dimensions are reported or rectified immediately.

3.5
Board is chopped to meet the job requirements.

Range
clean cuts, free of crush or other damage.

3.6
The pull roller and any other peripheral components perform in accordance with machine requirements.

Outcome 4

Undertake post production tasks in accordance with workplace practices.

Performance criteria

4.1
Job documentation is completed and any amendments and variations are noted for future reference.

4.2
Other post production tasks are carried out as required by the job documentation.

	Replacement information
	This unit standard was replaced by skill standard 40343.

This unit standard replaced unit standard 3774 and unit standard 3775.


This unit standard is expiring.  Assessment against the standard must take place by the last date for assessment set out below.
Status information and last date for assessment for superseded versions

	Process
	Version
	Date
	Last Date for Assessment

	Registration
	1
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	Review
	2
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